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NOTES:
1. UNLESS OTHERWISE NOTED:
— OVERLASH NEW FIBER OPTIC CABLE TO EXISTING COMMUNICATIONS CABLE.
- ATTACH NEW MESSENGER CABLE 40" BELOW POWER.
— ATTACH ON FRONT SIDE (FS) OF POLE.
2. SEAL ALL CONDUIT ENDS WITH DUCT AND CONDUIT SEALER, AT ALL JUNCTION BOX / CABINET
ENTRANCES.

EXISTING
NCDOT FO

24)

FIBER ALONG US 311 /1-74 BETWEEN
-85 BUS AND [-85 PREVIOUSLY
INSTALLED UNDER TIP R-0509IA

PROJECT REFERENCE NO.

SHEET NO.

C-5558

CRP-6.103

ATTACHMENT POINT:

/ XXX\ DISTANCE ABOVE (IN)

[

()]

©

M

O

!

(@)

¥

=

5

> S_YYY / REFERENCE POINT

o A INSTALL COMPOSITE CCTV CABLE @ INSTALL HEAT SHRINK TUBING @ e NEW RISER INTO POLE MOUNTED 37 | INSTALL CCTV WOOD POLE 49 | REMOVE EXISTING COMMUNICATIONS CABLE 61 | REMOVE EXISTING CCTV CAMERA ASSEMBLY % REFERENCE FONT

W

CONSTRUCTION NOTE SYMBOLOGY KEY

= INSTALL LOW VOLTAGE POWER CABLE INSTALL HIGH DENSITY POLYETHYLENE CONDUIT INSTALL DIGITAL VIDEO ENCODER 38 | INSTALL STANDARD SIZE JUNCTION BOX 50 | INSTALL WIRELESS DSL 62 | NEW CABINET ENTRANCE INTO NEW
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‘ INSTALL SMFO  CABLE BORE AND JACK CONDUIT INSTALL INTERCONNECT CENTER, PATCH PANEL, 40 | INSTALL OVER-SIZED JUNCTION BOX 52 | INSTALL DELINEATOR MARKER 64 | INTERCEPT AND REROUTE EXISTING CONDUITS
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§ A INSTALL TRACER WIRE INSTALL CABLE(S) IN EXISTING RISER(S) @ INSTALL SPLICE CABINET 43 | REMOVE EXISTING WOOD POLE 55 | LASH CABLE(S)TO EXISTING MESSENGER CABLE 67 | BonIND e WIRE TO EQUIPMENT
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